CONSBEC INC.
Mining & Construction

DATE: April 05
TIME: 5:15

CONTRACT: 01-089, Parker Main Agr

DESIGN:
BLAST TYPE: Open (Quarry)
SIZE OF HOLES: 4" (Quarry)
NO. OF HOLES: 15 + 9 boulder holes
NO. OF DELAYS: 28
MAX. LOAD PER DELAY
HOLES PER SERIES

LOADING:
COLLAR: 14 to 20 ft
COLUMN LOAD: Nilite F.L.
TOE LOAD: Powertite 2 x 16" x 16"

SUBGRADE: 

EXPLOSIVE
TYPE
1. Nilite F.L. - 325 kg
2. Apex Super - 500 kg
3. Powertite 2 x 16" - 15 kg

CAPS
TYPE
1. Handedits 25.12" - 15... 2
2. Handedits 25.9" - 13

DIMENSIONS
WIDTH: 20 ft
LENGTH: 90 ft
DEPTH: Average 27 ft
SPACING: 10 x 16 pattern

REMARKS: Nice Armor

HAZARDS:
WIND DIRECTION & VELOCITY: Nice

ATMOSPHERIC CONDITIONS: Nice Day

LAST BLAST: Quarry Rd

Total: 27.00 tons
Average: 1900 tons of
(Arrow)